¥9/11/1998 15:25 14834358883

PRAXAIR/EDM SALES

PAGE B3

EQUIPMENT AND ACCESSORIES 4 O 2

Single Stage Brass Barstock Body Six-Port
Configuration 316L Stainless Steel Diaphragm

The 402 Saries regulators are intanded for primary pressure ¢onlrol
of non-carrosive, high purity or liquefied gases or for applications
where minor fuctuations in outlet pressure due o diminishing inlet
supply can ba folerated.

Typical Applicariens

® Gas and liquid chromatography

W Critical purity carrier gasas

W Zero, span, and calibration gases
& High purity chamber pressurization
W liquefied hydrocarbon gas cornrel
® Control of cryogenic gases

Features and henefits of the 402 Series Regulators

u Brass Barstock Bady

) W Metal-to-Metal Diaphragm Seal
CONTROLLED SURFACE INTEGRITY

NQ PQSSIRILITY OF GAS
CONTAMINATION

W Orientable Cuptured Vent Capable
SAFE AND EASY [NSTALLATION

W Pipe Away Relief Valve
SAFELY VENY EXHAUSTED GASES

8 Front and Rear Panel Mounrable W Low Wernred Volume B Delivery Pressure Range Easily

VERSATIE SYSTEM CONFIGURATION B Capsule® Seat MINIMAL PURGE REQUIREMENYS Changed
W Prassure Ranges 0-15 to 0-500 PSIG INCREASED SERVICEABILITY AND UFE Ficld-Adjustable Pressure Limit MAXIMUM FLEXIBILITY

BROAD RANGE OF APPLICATIONS W 3/6L Stainless Steel Diaphragm SAFEGUARD DOWNSTREAM

NO INBOARD DIFFUSION EQUIPMENT
—

Specificalions Marerials
B Maximum Inlet Pregsure B Helium J‘"k Integrity W Body R Filter

3000 PSIO (210 BAR) 1 X 10°7 SCC/SEC BRASS BARSTOCK 10 MICRON SINTERED BRONZE

5300 PSIO (380 BAR) OPTIONAL c, W Bonnet W Diaphragm
B Temperature Range 0.1 BRASS RARSTOCK 3161 STAINLESS STEEL

~40°F to 140°F {~40°C TO 60%C) w Weight @ Seat W Jernal Seals
B Gauges 4.8 L8S. (1.7 kG) PTFE TEFLON® PTEE TEFLON®

2" DIAMETER BRASS (KEL-F* OPTIONAL)
& Ports -

1/3" FP1

sem——
Ordering Information —- Series CON 402
A ] C D COA
Ounler Pressure Outet Gauga inlet Gauge Oullat Assamblies Assembly/Oouges Connections
1. 015 30030 PSIG Q: None 0; 1/4° FPT Port 0: Bare Body CGA
2 050 30%0:100 PSIG 3: 04000 PSIG 1: 174" MPT 17 Shandard Asssmbly DIN477
3: 0100 30%0200 PSIG 5: 01000 PSIG 2: 1/4" Tuba Fitting * {PSEkPa Gauges) BS34) :
4: 0250 0400 PSIG 6: 0300 PSIG 3+ Didiphrdigm Volve 1/47 Tuba Fiting 2: Shundurd Aswembh and others
5: 0500 01000 PSIG 7; 0400 PSIG 4: Diophragm Valve 1/4" MPT éBAR/PSI Gauges avallable
7:0.150 30°.0.200 PSIG 8: 04000 PSIG* g: l;l;aodlf Yo ';‘c 1/4" MPT 4: [Plg?msu"i]
*Moximym o} » 5500 : 1/8" Tube Fitling a Gruges|

“Not available with me(;;:;- m;; m';,m Seqt 70 3/8" Tuba Fiting 5: Cleanroom Assem
5500 PSIG infet Copivle. 8: Digphragm Valve 1/8" Tube Fitiing (BAR/PSI Gauges)
pressura. 9: Digphragm Valva 174" FPT
T el O
Option Order No. Description
PANSL MOUNT KIT CON 5500002 To maun the regulator using threads on tha bonnel. Matarial: Nickelplated brass
CAPTURED VENT Kit CON 5500001 Orizniable 380° for rasy piping of vented giies I & safe bocation in the evenl of diephragm foilure. Material: Nickebplated Brass
HILIUM LEAK CERTIFICATION CON 4740002 Inbexird Helium lek cerlificoion ta less thon 1 x 108 sec/sec
PROTOCOL STATION Add Letier "M” after CGA Convanient woll mount for @ regulator, including tee, bracket, and flexible sialnless sieal pighail with chack valve in the inet gland
DEEP PURGE CON 502-3007 For inshallotion between the regulator and eylinder 1o assure purging of deod volume and all exposed cavilies
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CRITICAL PURITY REGULATORS FOR CORROSIVE SERVICE

Dual Stage Stainless Steel Barstock Body Six-Port
Configuration 316L Stainless Steel Diaphragm
The 432 Series regulators are intended for primary prassure conirol
of ultrohigh purity or corrosive gates far applications requiring

conskant pressure confrol and delivery regardlass of supply
pressure,

Typical Applications

K EPA Protocol gases

8 Gas and liquid chromalography

B High purity corrier gdses

& Zero, span, and calibration gases
m High purity chamber pressurization

Features and benefits of the 432 Series Regulators
W 3/6L Stainless Steel Barstock Body W Meral-ro-Metal Diaphragm Seal 8 Qrientable Captured Venr Capable . B Pipe Away Rellef Valve
ENHANCED CORRGSION RESISTANCE NO POSSIBUTY OF GAS SAFE AND EASY INSTALLATION SAPELY VENT EXHAUSTED GASES
8 Front Panel Mountable CONTAMINATION B Low Werted Volume W Delivery Pressure Range Easily
EASY INSTALLATION M Capsule® Sear MINIMAL PURGE REQUIREMENTS Changed
W [0 Micron Filtration in Both Stages INCREASED SERVICEARILITY AND LIFE M Field-Adjustalile Pressure Linis UM FLEXIMLITY
FAILSAFE SEAT PERFORMANCE W 3/6L Staiuless Steel Diaphragm SAFEGUARD DOWNSYREAM
W Pressure Ranges 0-15 100250 psl VO INSOARD DIFFUSION RQUIPMENT
BROAD RANGE OF APPUICATIONS
e s —
Specifications Materials
W Maximum Inler Pressure B Helium &enk Integrity @ Body B Filter
3000 PSIG (210 DAR) 1 X 1077 SCC/SEC 3161 STAINLESS STEEL BARSTOCK 10 MICRON SINTERED 2161
5500 PSIG (380 BAR) OPTIONAL STAINLESS STEEL
»Cy 8 Bonnet
. W Temperature Rang‘ o.1 CHROME-PLATED BRASS BARSTOCK W Diaphragin
40°F 1o 140°F (-40°C TO 60°C) N Weight » Sear Jlbl SI‘AINI-ESS STREL
8 Gauges 5.4 [BS. (2.43 K0O) PITE TEPLON® W Internal Seqls
r DIAM!TI! STAINLESS STEEL . KEL-F* WITH 5300 PSIG INLET OPTION PIFE TIFLON®
w Ports
1/~ ¥PY
L
Ordering Information — Serias CON 432
A [ C p CGA |
Cutle! Pressure Ourlet Gauge tnlet Gouge Outiet Assemblias Assembly/Gauges -~ Connecrions !
1: 015 30030 PSIG 0: Nona . 0; 1/4* FPT Port 0: Bare Body CGA !
2:050 300-100 PSIG 3: 04000 PSIG 12 1/4° MPT 1: Stondord Asumbly DIN477 '
20100 T D 3070200 PSIG 5: 01000 PSIG 2. 1/4 Tube Fitling éPSI ;kPa Gauges) BS341 . i
4: 0250 Q400 PSIG 4; 0300 PSIG Diiphragm Valve 1/4” Yuba Fifing tandard Assembl and others !
7: 0150 30"0-200 PSIG 7: 0400 PSIG 4 Dmphm m Valve 174" MPT {BAR/PSI Gouges available :
8: 06000 PSIG 5¢ Needle lvo /4" MFT 4: Cleanroom Assembly .
6: 1/8" Tuba meg {P51/kPa Gaunges) i
* Maximym inle! prossure 7: 3/8" Tuba Fiting 5: Cleanroom Assembly |
5500 PSIG (350 BAR) 8: Diophragm Valve 1/8" Tube Fiffing [BAR/PS! Gavges) ;
with Kelf? Seat Capsule. 9: Diaphragm Valve 1/4" FPT ;
Option Qrder No. Description !
PANE(L MOUNT KIT CON 550:0002 To mount the regulalor vsing thrwads on the bonnel. Malerul: Nickelnlated brazs :
CAPTURED VENT KIT CON 5500001 Oriantable 360° for sasy piping of vanted gases lo a tale loeation in the evant of diaphragm filure. Moterial: Nickelplated Brass !
KELIUM LEAX CERTIFICATION CON 47460002 Inboard Heliom leak corfification 1o less than 1 x 108 sce/see i
PROTOCOL STATION Add latter "M* after CGA Convenisnt wall mounl for a regulalor, indluding lee, bracket, and flexible siinless sioel pighail with check valve in the inlet gland )
DEEP PUROE CON 502-3007 For inshallation behwesn the regulator and cylinder fo ossurs purging of dead volume and all exposed cavities |
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