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EQUIPMENT AND ACCESSORIES 4O 
CRITICAL PURITY REGULATORS FOR NON-CORROSIVE SERVICE

2 

Single Stage Brass Barsloek Body Six-Port 
Configuration SIGL Stainless Steel Diaphragm 
The 402 Series regulators are intended for primary pressure control 
of non-corrosive, high purity or liquefied gases or for applications 
where minor fluctuations in outlet pressure due to diminishing inlet 
supply can be tolerated. 

sical Applications 
I Gas and liquid chromatography 
I Critical puriiy carrier gases 
l Zero, span. and calibration gases 
I High purity chamber pressurization

~ 

I liquefied hydrocarbon gas control 
I Control of cryogenic gases 

Features and benefits of the 402 Serial Regulators 
I Brass Barrtaclc Body I Meta[.fa.M¢lal Diaphragm Seal I Orienlablt Captured Vent Capable I Pipe Away Relief Valve 
CDNTIOUE WIFACE INTEGRITY NC POSSIIILIT'Y DE 6‘5 SAFE AND EASY INSTALLATION SAFE“ VENT EXHAUST” GASES 

I Fran! and .Rear Panel Mountable CWAMINAI’ION l Law Wetled Volume I Delivery Pressure Range Easily 
VEBSATIII SYSI'IM MIGRATION I Capsule' Sear MINIMAL PUIIGE REQUIREMENIS Changed 

I Pressure Ranger 0-15 to 0-500 P515 ““95“ smear? AID III! I Fiald-Adlusmblt Prenure Limit MAXIMUM FLEXIIIU‘I'Y 
IIIAD BANG! OF APPUCATIONS I 316:. Stainless Steel Diaphragm WIGUAID DOWNSTREAM 

NO INIOMQ DIFFUSION EQUIPMENT 

Spulfical'iens Materials 
I Maximum Inlet Pressure I Heliumfeak Integrity I Body I Filter 

soon PSIG (210 IA!) ‘I X 10‘ ECG/SEC “ASS IARSTOCK to MICRON SINI’IIED “0N1! 
550° PSIGISIO [MiGFIIONAL I Cv I Bonner I Diaphragm I Temperature Range 0.1 DIASS “3510“ 316i. STAINLESS STEEL 
~40" Ie IMF! (40': to 60°C) . Weigh! ‘ 5“, I Internal Seal: I Call :3 3-. l”. (l.7l KG) '1'“ more "FE TEFLON’ 
2' I IT“ IIASS Int." OPTIONAl) 

l Pans ' 

i/ll’lm 
Ordering Information ~— Serie: CON 402 
A I C D CGA 
Outlet Pressure Outlet Gauge hler Gauge Outlet Assemblies Assembly/cougar Cennoaiem 
i: DlS' 30'030 PSIG 0: None 0; 1/4' FPT Port 0: Barn Body CGA 
2: 050 SO'AIOO PSIG 3‘. 0-4000 PSIG I; 1“" MW H'SIendud Assembly DIN477 
3: 0-K!) 3050200 PSlG 5: 04000 l’SlG 2: l/4' Tube Fitting ' [PSI;ltPu 33341

, 

4: 0-250 0400 PSiG 6: 0300 PSIG '33DIdphIign Vdve ll” “be Filling 2: Stonéard Asurnbl and others 
5: 0600 moon PSiG 7: 0-400 PSIG A: Dlopllr m Valve 1/4" MPT éBAil/PSI Gauges mailable 
7: O-lSO HIT-0200 PSIG 8: 06000 PSIG' g: 

I‘d/travel? be I“. 
III" MPT 4: [HWsnnil ‘Mai r..l .5500 : 

" u illina a uges 
‘Ngi available with pygxlgggua 53%;. 5..., 7: 3/8” Tube Filing 5: Cleanraorn Axum 
5500 PSIG inlet cw, B: Diaphragm Valve 1/8" Tube filling [BAR/PSI Gauges) 
pressure. 9: Diaphragm Volv- l/d" FPT _ m 
Gption Order No. Denripfion 
PANEL MOUNT KIT CON 550-0002 To mount the regulator using threads on the bonnet. Material: Nickel-plated brass

~ 

CAPTURE VENT KIT CON 550000l Orin-likable 360“ Ior easy piping pl vented gases to a sale lacalion in line eveni oi diaphragm lailurs. Material: Nialldplaled Brass 
HILIUM “AK CEITIFICATION CON 4760002 inboard Helium leek certification to less than I x IO’8 sac/sec

i 

PIOTOCOL STATION Add letter 'M' alter CGA Convenient wall mount for a regulator, including lee. bracket, and flexible stainless sleel pigtail with check valve in the iniul gland
3 

DEEP PURGE CON 502-3007 For installation We the regvletar and cylinder to assure purging cl deed volume and all exposed cavities 5 

.-' EEPIHIXIIIII~
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CRITICAL PURITY REGULATORS FOR CORROSIVE SERVICE 

Dual Stage Stainless Steel Barstock flatly Six-Port 
Configuration 316L Stainless Steel Diaphragm 
The 432 Series regulators are intendnd For primary pressure control 
of ultrahigh purity or corrosive gases for applications requiring 
constant pressure control (Incl delivery regardless of supply 
pressure. 

Mimi Agpjjcutian: 
I EPA Protocol gun: 
I Ga: and liquid chromatography 
I High purity carrier gases 
I Zero, span, and calibration gases 
I High purity chamber pressurization 

Pictures and benefits of the 432 Series Regulators 
I 3l6L Stainleu Steel Bannock lady I Macho-Meta! Diaphragm Seal I Orienlablo' Captured Vent Capable I Pipe Away Rclq Valve 

ENHANCED COIIOSION IESISTANCI NO POSSIIIUTY OF GAS SAFE AND EASY INSTALLATION SIIELY VENT EXHAUSTED GASES 
I Front Paul Mountable EGNTAMINATION I Low Wand Volume I Delivery Prussian: Rang: Easilv 

EAST INSTAIIATION I Capmlc‘ Sear mutant. PUIOE WIIEMENTS Chan nag id 
I [0 Micron Flltratlvn In Ham Stage; INCIELSED SERVICEIIIUTT AND HE! I Field-Adjuslable Prrrrurv Limit “M FLEXIIIU‘IY 

FAILEAFE SEAT PERFUME I 3l6L Stain/est Sm! Diaphragm SAHOUAIID DOWNSIIHIM 
I Pressurz Range: 0-15 to 0.250 P516 "° '"'°"° autumn murmur 
nan RANGE OF APPLICATIONS 

Specification: Materials 

I Marimurn Inlet Pram”: I Helium ak [ruegriry I Body I F‘llltr 
anon PSIG (210 I“) ‘I l 10‘ SEC/SEC 3|“ STANLESS STEEL IARSTOCK l0 MICRON SlN'IEIED MEI. 
5500 MIG (SIG IA!) OPTIONAL STAINIESS STEEL I C"; I Banner 

_ 
I Temptrarurz Runs; 0.! CHROME-PLATED MASS IAISTOCK I Diaphragm 

«arr t- l40°F l- 4 TI 60°C) I W! 18 hr I Sea! J'Ibl. STAINLESS STEEL 
l Gauge: 5.4 us. (2A3 KG) um um»: I Internal Seals 

2' DIAME‘I'EII STAINLESS STEEL KEM‘ mm 5500 MIG MEI OPTION FIFE "HOW 
I Parr: 

l/"' IPI' 

Ordering Information - Sari-s CON 432 
A I C D COR 
Dull-t Prusure Guild Gauge Inlet Gauge Outlet Asmnhliu humbly/Gauges -. Cmnafiim 
l: 0-l5 30'050 PSIG O: Nona 0: 1/4' FPT Part 0: Bare Body CGA 
2-. 050 sermon PSIG . .04000 1. I /4' MPT 1. Stmdurd Anombly DIN477 
3: QIOO 30'0200 PSIG 5. (11000 PSIG 2: I/4' Tube Filling 25,4?” 

.‘ltl’n GflflgBII 553M 
4 0250 0400 PSlG 6; 0300 PSIG Diaphragm Value I [1' Tuba Filing tandard Assernb and other: 
7: 0-l50 30'-0-200 PSIG 7: 0-400 PSlG 4' Diaphrd mValv/e 1/4" MPT [BAR/ PSI Gauge; available 

a: 04000 ms 5: Nun. 3am qr 4 Cleanmom 4...... 
b: I/a'Tub- Fitting (PSI/kPa Gaugnl 

'Muximurn inlut pmuum 7: 3/8” Tithe Filling 5: Cleanrwm Asumbly 
ssoo PSIG (330 my a. Diaphragm Vdva I Is Tube Fitting {BAR/PSI 600915) 
with Kal-F' Seal Capsule 9: Diaphragm Valve 1/4' F" -_ —~ 

Option Order No. Description 

PANEL MOUNT KIT CON 5500002 To mount III. regulator using Ihruadi on tha bonnet. Material: Nickelplated brass 
CIFIUIED VENT KIT CON 550000I Orianlablo 360° lor easy piping ofventad gems to a sale lbmlion in It» even! of diaphra lailure. Mat-rial: Nickolglapd Hm” 
Hmuu LEAK ummmu CON 4760002 Inboard Holium Isak certification to I... than t x 10% sec/sec 
PROTOCOL STATION Add letter 'M' alter CGA Conwniont wall mount lor a rogulator, including loo, bracket, and flexible stainless xtool pigtail with check valv- in the inlet gland 
DEEP PUIOE CON 502-3007 Far installatiOn huhvun the regulator and cylinder to assure purging ol dead volume and all exposed cavitm 

, “find"!!!
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