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NOTES:
1. USE TEFLON TAPE ON PIPE THREADS FOR -
TEMPERATURES LESS THAN 500F (260C) —3> Gan e
FOR SERVICE TEMPERATURES ABOVE 500°F

(260°C) USE JET LUBE NIKAL HIGH
TEMPERATURE THREAD LUBRICANT (2600°F)
(1427°C) OR EQUAL

INSTALL PROBE WITH EXPOSED PORTION OF
| LLTER ELEMENT AWAY FROM
‘ DIRECTION OF FLOW

| “ILTER INTAKE AREA LOCATED WITHIN " |
| OENTRAL 10% OF STACK AREA. E —> ek

L Mz’ NPT MALE
/ READED END

4-3/4" (19mm) DIA. HOLES

ON A16.0° (15Zmm) DiAL BOLT CIRCLE [BeEr Tl e TEV o

1 1/2°(38.1mm) X 1/2"(12.7mm)
1 6 SS BUSHING DRILLED THRU FOR
1/2" (12.7mm) PIPE & WELD TO ITEM 4
3'(76.2mm) X 1 1/2"(38.1mm)
L 5 REDUCING CARBON STEEL FLANGE
150 LBS (1034 KPa) ASA
BORED THRU FOR 1 1/2" NPT BUSHING
1/2°(12.7mm) PIPE 316 SS SCHED. 80
1 4 LENGTH 84.5" (2146mm) THREADED ON
BOTH ENDS.
1 3 3/4" COUPLING 316 SS
) 5 MOTT 6400—3/4—3/4—1/2—18-0.5
(0.5 MICRON) FILTER
17 1/2"(444mm) LENGTH OF 3/4"(19mm)
1 1 316 'SS PIPE THREADED ON ONE END &
CUT AS SHOWN. SCHED. 40
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